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CALENDER FOR FILM/WEB BONDING AND TRANSFER PRINTING

Calandra fornita di cilindro superiore di pressione (siliconato)
per I'applicazione di film barriera / black-out / light-diffusion, accoppiature
a film e web, plastificazioni, transfer di effetti e stampa transfer di PVC.

Calender equipped with an upper pressing cylinder (silicone coated)
for the application of barrier / black-out / lightdiffusion films, film and
web bonding, plasticization, effects transfer and PVC transfer printing.

IT

La calandra mod. LO3 & adatta sia al trasferimento sublimatico di carte prodotte utilizzando stampanti digitali, eccezionale tecnologia dalla grande
flessibilita, sia alla riattivazione degli inchiostri stampati direttamente sui tessuti a mezzo plotters.

Sebbene specificatamente studiata per le piccole produzioni esclusive, per la sua utilissima polivalenza racchiude tutta I'alta tecnologia proposta dalle
varie calandre di produzione Monti Antonio Spa, garantendo perd consumi molto ridotti, un’eccezionale compattezza e semplicita d'utilizzo.

EN

The calender mod. LO3 is an ideal machine both for the sublimation transfer of paper produced using digital printers, exceptional technology with
great flexibility, and for the reactivation of inks directly printed on textile, by means of plotters.

Even if specifically designed for small production runs, for its useful versatility it contains all the high technology offered by the various other calenders
produced by Monti Antonio Spa, while guaranteeing however a greatly reduced electrical consumption, exceptional compactness and an enviable
simplicity of operation.
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TECHNICAL DATA
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Cylinder width / Tavola cilindro mm 2000 (78.74")
Working width / Tavola utile mm 1800 (70.87")
Heating cylinder diameter / Diametro cilindro riscaldato mm 350 (13.78")
Installed electric power / Potenza elettrica installata kw 22
Average consumption / Consumo medio kW/h 16
Mechanical speed / Velocita meccanica m/min 0.3+4
Net weight / Peso netto Kg 2250
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ALL DATA AND TECHNICAL FEATURES ARE PURELY INDICATIVE, SUBJECTED TO CHANGES WITHOUT PRIOR NOTICE AND REFER TO STANDARD MACHINES WITHOUT
OPTIONS. PICTURES SHOWN ARE STOCK IMAGES AND MAY INCLUDE OPTIONS NOT INCLUDED AS STANDARD.

| DATI E LE CARATTERISTICHE TECNICHE SONO PURAMENTE INDICATIVI, SOGGETTI A VARIAZIONE SENZA OBBLIGO DI PREAVVISO E RELATIVI A MACCHINE SENZA
OPTIONAL. LE FOTO INSERITE SONO IMMAGINI A STOCK E POSSONO INCLUDERE OPTIONAL NON COMPRESI DI SERIE.
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